


PRODUCT FINISH  INSULATION PIECES
NUMBER THICKNESS THICKNESS DIMENSIONS PER BOX

CB138E ' 1-3/8" x 1-3/8"
(8',10" 1/16 ALL perforated flanges 100

Corner Beads — Designed by Vinyl Corp.™ to be used in DEFS (Direct Applied)
wall and ceiling systems. This design has larger perforations allowing matrix to
easily flow thru and anchor to substrate reinforcing the corner.

CB158E } 1-5/8" x 1-5/8"
(8',10" 1716 ALL perforated flanges S

Corner Beads - Designed by Vinyl Corp.™ to be used in DEFS (Direct Applied)
wall and ceiling systems, with slightly wider flanges, but with all the features of
the CB138E.

TIP: When joining continuous runs of Corner Bead, a preferred method of alignment is to miter the flanges. When creating Corner Bead Intersections,
such as exterior soffit corners, miter all flanges to prevent overlapping, which will cause poor bonding and alignment.

PRODUCT FINISH INSULATION PIECE! 1
NU?VIBUE% THICKI?ESS TI-?I%KNElS]S DIMENSIONS PER%OSX DEFS cas'“g Beads
DE/CS50-16 | 1/16" | 1/2" | 1-3/4" back flange, | 50

DE/CS58-16 1/16" 5/8" |95/8" perforated flange| 50

DEFS Casing Beads - Designed by Vinyl Corp.™ to protect the raw edges of the
new DEFS (Direct Applied) wall and ceiling systems. Two rows of large
perforations allow matrix to easily flow thru and anchor to substrate. The Vinyl
Corp.™ “Keylock™™ connectors are available for alignment and base for sealant.
U.S. Patent Numbers 5,946,870 and 6,119,429.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT FINISH  INSULATION PIECES
NUMBER THICKNESS  THICKNESS DIMENSIONS PER BOX

DE/CS50-16D | 1/16" 172" 1-3/4" back flange, 50
5/8" perforated flange
DE/CS58-16D | 1/16" 5/8" with drip 50

DEFS Casing Beads (With Drip) — Designed by Vinyl Corp.™ to protect the raw
edges of the new DEFS (Direct Applied) wall and ceiling systems. Two rows of
large perforations allow matrix to easily flow thru and anchor to substrate. Drip
leg assists in moving moisture away from opening or foundation wall. The Vinyl
Corp.™ “Keylock™™ connectors are available for alignment and base for sealant.

Caulk all intersections, butt joints, ends and corners at time of installation.

DE/CS58-16W | 1/16" | 5/8' |[5/8" perforated flange| 50

DEFS Casing Beads (With Weep) — Designed by Vinyl Corp.™ to protect the raw
edges of the new DEFS (Direct Applied) wall and ceiling systems. Weep holes
provide positive drainage. Two rows of large perforations allow matrix to easily
flow thru and anchor to substrate. The Vinyl Corp.™ “Keylock”™ connectors are
available for alignment and base for sealant.

Caulk all intersections, butt joints, ends and corners at time of installation.

NUMBER  THICKNESS THICKNESS DIMENSIONS PER BOX DEFS CaSIng Beads (with Weep)

DE/CS50-16W | 1/16" 1/2" 1-3/4" back flange, | 50 E
') - -_ - -_ - t
)
)
)

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com



VINYLcorr E I FS & D E FS Accesso ri es All products conform to ASTM D1784 cell classification 132

DEFS Weeped Starter Strip/Casing Beads NUMBER  THOKNESS THIOKNESS  DIMENSIONS  Pe BoX

(with Drip) DE/CSS0-16DW | 176" | 172 1314 50
back flange,
5/8" perforated
DE/CS58-16DW 1/16" 5/8" | flange with drip | 50

DEFS Weeped Starter Strip/ Casing Beads (With Drip) — Designed by Vinyl

0 Corp.™ to protect the raw edges of the new DEFS (Direct Applied) wall and ceiling
®%® systems. Weep holes provide positive drainage. Drip leg assists in moving
0 moisture away from opening or foundation wall. Two rows of large perforations

W allow matrix to easily flow thru and anchor to substrate. The Vinyl Corp."

“Keylock™™ connectors are available for alignment and base for sealant.
Caulk all intersections, butt joints, ends and corners at time of installation.

H . PRODUCT FINISH  INSULATION PIECES
DEFS COHtI'OI Joints (with Removable TaPe) NUMBER THICKNESS THICKNESS  DIMENSIONS  PER BOX
DCJ-50V 1/16" 1/2" 3/16" 30
“V” Reveal,
5/8" perforated
DCJ-58V 1/16" 5/8" flanges 30

DEFS Control Joints (With Removahble Tape) — Designed by Vinyl Corp.™ to
relieve stress caused by expansion and contraction in large areas of walls and
ceilings. Tape protects deep “V” expansion slot during construction. Large
perforations allow matrix to easily flow thru and anchor to substrate. The Vinyl
Corp.™ “Keylock”™ connectors are available for alignment and base for sealant.
Recommended usage is for every 130 to140 sq. ft. with no one side being longer
than 15 ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

DCJ Control Joint Intersections (with removable tape) NUMBER THOKNESS ~ THICKNESS

NOTE: Parts are separated for illustration purpose only. DCJ-50V (A, G, T) 116 12
Pieces must be butted at time of installation. DCJ-58V (A, C, T) 1/16" 5/8"

DCJ Control Joint Intersections (with Removable Tape) -
Designed to relieve stress and assist in controlling cracking
in large areas of walls and ceilings. Removable tape protects
deep “V” expansion slot during construction. Specially
designed Connector Clips are provided for alignment and
to provide a base for caulking.

Note: Connector Clips are not provided with 1/4" or 3/8"
grounds. Pieces per carton are determined by product mix
per order.

Caulk all intersections, butt joints, ends and corners at time of installation.

” o A S
C = Cross

S 1 . PRODUCT FINISH  INSULATION PIECES
DEFS “F” Control Joints (with Removable Tape) NUMBER THICKNESS THICKNESS  DIMENSIONS  PER BOX
FDCJ-50V 1/16" 1/2" 3/16" 30
“V” Reveal,
5/8" perforated
FDCJ-58V 116" 5/8" flanges 30

DEFS “F” Control Joints (With Removable Tape) — Designed by Vinyl Corp.™
to provide stress relief at the juncture of walls, ceilings, floor lines or dissimilar
materials. Removable tape protects deep “V” expansion slot during construction.
Large perforations allow matrix to easily flow thru and anchor to substrate. The
Vin%/l Corp.™ “Keylock”™ connectors are available for alignment and base for
sealant.

Caulk all intersections, butt joints, ends and corners at time of installation.

i For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




products conform to ASTM D1784 cell classification 13244C

DIMENSIONS

PIECES
PER BOX

PRODUCT

NUMBER GROUND
SBL50E 172"
SBL58E 5/8"

1-3/4"
perforated flange

50

50

substrate.

Caulk all intersections, butt joints, ends and corners at time of installation.

L Stop Casing Bead - Provides casing against doors, windows and dissimilar
materials. Perforated flange allows maximum adhesion of the matrix to the

PRODUCT
NUMBER

DE/LB50E

GROUND
1/2"

DE/LB58E

5/8"

DIMENSIONS

1-1/2"
perforated flange

PIECES
PER BOX

50

50

L Stop Casing Bead (With Splice) — Provides casing against doors, windows
and dissimilar materials. Perforated flange allows maximum adhesion of the
matrix to the substrate. Splice allows for splice connection and alignment.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT
NUMBER

DE/LB-45

DIMENSIONS
perforated flange

PIECES
PER BOX

50

45 Degree L Bead — Trim component used to finish around window and door
penetrations as a backing for perimeter sealant application in DEFS installations.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT

NUMBER GROUND
MJB50E 172"
MJB58E 5/8'

DIMENSIONS

1-1/8" perforated flange,
1/4" return

PIECES
PER BOX

50

134"

50

Muddable “J” Beads - Designed to cover raw edges of board. Perforated flange
allows maximum adhesion of the matrix to the substrate.

Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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All products conform to ASTM D1784 cell classification 132

PRODUCT PIECES

NUMBER GROUND DIMENSIONS PER BOX
ADCV50-200SE 1/2" 2" reveal 25
ADCV58-200SE 5/8" 20
ADCV50-300SE 1/2" 3" reveal 20
ADCV58-300SE 5/8" 20
ADCV50-400SE 1/2" 20

4" reveal

ADCV58-400SE 5/8" 20
ADCV Series of Surface Mounted Vent Reveal - with New 3/4
inch elongated vent holes. Perforated flanges allow matrix to easily flow

thru and adhere to substrate. Vent Area: 1-1/2" -5 square inches per
lineal ft.; 2" — 7 square inches per lineal ft.; 3" — 8 square inches per
lineal ft.; 4" — 9 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT PIECES
NUMBER GROUND DIMENSIONS PER BOX
AFDCV50-200SE 1/2" 25
2" reveal
AFDCV58-200SE 5/8" 20
AFDCV50-300SE 1/2" 3" reveal 20
AFDCV58-300SE 5/8" 20

AFDCV Series of Surface Mounted Vent Reveal — with New 3/4
inch elongated vent holes. Perforated flanges allow matrix to easily flow
thru and adhere to substrate. Vent Area: 1-1/2" - 5 square inches per
lineal ;‘t 2" -7 square inches per lineal ft.; 3" — 8 square inches per
lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

PB Vented Reveals 'NUMBER GROUND DIMENSIONS PER BOX
(Surface Mount — 1/16" to 3/32" Systems) DCV50-150SE 12 1-1/2" reveal 25
DCV58-150SE 5/8" 20
DCV50-200SE 172" 2" revea 25
DCV58-200SE 5/8" 20
DCV50-300SE 1/2" 20
- 3" reveal
DCV58-300SE 5/8 20

PB Vented Reveal — Creates a Vented reveal in exterior wall systems.
Perforated flanges allow matrix to easily flow thru and adhere to
substrate. Vent Area: 1-1/2" — 6 square inches per lineal ft.; 2" - 8
square inches per lineal ft.; 3" — 15 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

upen
PB F Vented Reveals FI‘\HJ%I;]E%I- GROUND DIMENSIONS PF;EIFE%EOSX
(Surface Mount — 1/16" to 3/32" Systems) FDCV50-150SE 172 1-1/2" reveal 25
FDCV58-150SE 5/8" 20
o FDCV50-200SE 1/2" > reveal 25
" FDCV58-200SE 5/8" 20
FDCV50-300SE 12" 20
- 3" reveal
FDCV58-300SE 5/8 20

FDCV Vented Series — Available in 1-1/2", 2" and 3" vented reveal.

Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com



All 'ﬁroducts conform to ASTM D1784 cell classification 13244C VINYLcorr

RUMGER  GROUND DIMENSIONS PeR 50X PB Channel Reveals

DES0-295E | 1/2 174" reveal, 40 (Surface Mount - 1/16" to 3/32" Finish Systems)
DC58-25SE 5/8" perforated flanges 35 _
DC50-38SE 1/2" 3/8" reveal, 40 ‘
DC58-38SE 5/8" perforated flanges 35 5
DC50-50SE 1/2" 1/2" reveal, 35

DC58-50SE 5/8" perforated flanges 30

DC50-75SE 1/2" 3/4" reveal, 30

DC58-75SE 5/8" perforated flanges 25

DC50-100SE 1/2" 1" reveal, 30

DC58-100SE 5/8" perforated flanges 25

DC50-150SE 1/2" 1-1/2" reveal, 25

DC58-150SE 5/8" perforated flanges 20

DC50-200SE 1/2" 2" reveal, 25

DC58-200SE 5/8" perforated flanges 20

Channel Reveals (1/16" to 3/32" Finish Systems) — Creates reveals in
exterior wall systems. Perforations allow matrix to easily flow thru and
adhere to substrate. Factory-fabricated intersections are available to
form clear channels.

Caulk all intersections, butt joints, ends and corners at time of installation.

Bold listing signifies new product offering.

RUMGER  GROUND DIMENSIONS Pels BOX PB “F” Channel Reveals

FDC50-25SE 172" 1/4" reveal, 40 (Surface Mount - -I/l 6" tO 3/32H SystemS)
FDC58-25SE 5/8" perforated flanges 35
FDC50-38SE 1/2" 3/8" reveal, 40
FDC58-38SE 5/8" perforated flanges 35
FDC50-50SE 172" 1/2" reveal, 35
FDC58-50SE 5/8" perforated flanges 30
FDC50-75SE 1/2" 3/4" reveal, 30
FDC58-75SE 5/8" perforated flanges 25
FDC50-100SE 1/2" 1" reveal, 30
FDC58-100SE | 5/8" perforated flanges 25
FDC50-150SE 172" 1-1/2" reveal, 25
FDC58-150SE | 5/8" perforated flanges 20
FDC50-200SE 1/2" 2" reveal, 25
FDC58-200SE | 5/8" perforated flanges 20
“F” Channel Reveals (Surface Mount) - “F” Channel Reveals provide
a reveal at the juncture of walls, ceilings or dissimilar materials.
Perforations allow matrix to easily flow thru and adhere to substrate.
Factory-fabricated intersections are available to form clear channels.
Note: Always use a rigid backing or blocking behind reveal.

Caulk all intersections, butt joints, ends and corners at time of installation.

Bold listing signifies new product offering.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




PRODUCT

NUMBER GROUND DIMENSIONS
DC50-25SE 1/2" 1/4" reveal,
DC58-25SE 5/8" 1-1/8" perforated
DC50'388E 1/2" 3/8" reveaL
DC58-38SE 5/8" 1-1/8" perforated
DC50'5OSE 1/2" 1/2" reveaL
DC58-50SE 5/8" 1-1/8" perforated
DC50-75SE 1/2" 3/4" reveal,
DC58-75SE 5/8" 1-1/8" perforated
DC50-100SE 1/2" 1" reveal,
DC58-100SE 5/8" 1-1/8" perforated
DC50'1 SOSE 1/2" 1 _1/2" reveaL
DC58-150SE 5/8" 1-1/8" perforated
DCSO'ZOOSE 1/2" 2" reveaL
DC58-200SE 5/8" 1-1/8" perforated
Factory Fabricated Intersection — Surface mounted forms 1/4” to 2”
clear channel in vertical or horizontal intersection. Cross T's, I's outside
corner and end closure of channel reveal.

Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com



All 'ﬁroducts conform to ASTM D1784 cell classification 13244C VINYLcorr

RUMGER  GROUND DIMENSIONS Peh 30X PB Channel Reveals

DRO9 12 172" reveal, 2 (Perforated Flanges - 1/16" to 3/32" Finish Systems)
DR58-50 5/8" perforated flanges 25 _
DR50-75 1/2' 3/4" reveal, 25 -
DR58-75 5/8" perforated flanges 25

DR50-100 1/2" 1" reveal, 20

DR58-100 5/8" perforated flanges 20

DR50-150 1/2" 1-1/2" reveal, 20

DR58-150 5/8" perforated flanges 20

DR50-200 1/2" 2" reveal, 14

DR58-200 5/8" perforated flanges 14

DR50-250 1/2" 2-1/2" reveal, 14

DR58-250 5/8" perforated flanges 14

DR50-300 1/2" 3" reveal, 12

DR58-300 5/8" perforated flanges 12

Channel Reveals (1/16" to 3/32" Finish Systems) — Creates reveals in
exterior wall systems.Designed to be applied prior to rigid substrate
installation;perforations allow matrix to easily flow thru and adhere to
substrate. Factory-fabricated intersections are available to form clear
channels. Specially designed Connector Clips are provided for
alignment, and provide a base for caulking.

Caulk all intersections, butt joints, ends and corners at time of installation.

';ITJ%)&'E%T GROUND DIMENSIONS PII,EIFE%EOSX PB “F" Channel Reveals

FDRS0-50 172 172" reveal, 25 (Perforated Flanges - 1/16" to 3/32" Finish Systems)
FDR58-50 5/8" perforated flanges 25

FDR50-75 172" 3/4" reveal, 25

FDR58-75 5/8" perforated flanges 25

FDR50-100 1/2" 1" reveal, 20

FDR58-100 5/8" perforated flanges 20 f 0%
FDR50-150 172" 1-1/2" reveal, 20 &

FDR58-150 5/8" perforated flanges 20 3

FDR50-200 1/2" 2" reveal, 14 A
FDR58-200 5/8" perforated flanges 14

FDR50-250 172" 2-1/2" reveal, 14

FDR58-250 5/8" perforated flanges 14

FDR50-300 1/2" 3" reveal, 12

FDR58-300 5/8" perforated flanges 12

“F” Channel Reveals (1/16" to 3/32" Finish Systems) — “F” Channel
Reveals provide a reveal at the juncture of walls, ceilings or dissimilar
materials. Factory-fabricated intersections are available to form clear
channels. “F” Channel Reveals with perforated flange is designed to be
applied prior to rigid substrate installation with perforations allowing
matrix to easily flow through and to adhere to substrate. Specially
designed Connector Clips are provided for alignment, and provide a
base for caulking. Note: Always use a rigid backing or blocking behind
reveal.
Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




VINVLcone E I FS & D E FS Accesso ri es All products conform to ASTM D1784 cell classification 132440

PB SIOPEd Si“ WEdge MBER GROUND DIMENSIONS PE BOX

Lo [SSWsTe 3-7/8" | 3-7/8" or 5-7/8" width | 35
M; (A Ieg o

Minimum .060 thickness SSW-578 5-7/g' | Positive drainage 35

o3 Sloped Sill Wedge - Trim component used to provide a positive
900 slope over the sill to direct intruding water to the outside face of
| Y weather-resistive barrier for drainage out of the system. This is not a
i flashing; use in combination with a water-managed system.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT
NUMBER

PIECES

GROUND DIMENSIONS PER BOX

1/2" or 5/8" board
1/2" reveal,
perforated flanges

SDR50-50 20

Soffit Drip (Surface Mount) - Designed for exterior soffits where a drip
screed and edge reveal need to be combined.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT
NUMBER

PIECES

GROUND DIMENSIONS PER BOX

DS/DR50 172" 15
DS/DR58 5/8" 15
DS/DR75 3/4 15
DS/DR100 s 1/2" reveal, 15
DS/DR150 1-1/2" perforated flanges 10
DS/DR200 2' 10
DS/DR250 2-1/2" 10
DS/DR300 3 10

Soffit Drip (Pre-Installed) — Designed for exterior soffits where a drip
screed and edge reveal need to be combined. Soffit Drip includes the
Vinyl Corp.™ “Keylock™ Splice for connecting multiple sections and
alignment.

Caulk all intersections, butt joints, ends and corners at time of installation.

PB Vented ShadOW Reveals (3" Vent Reveal Width) m%’g ) DIMENSIONS p?g%Egsx

DE/RS50-300V 1/2" 15

K DE/RS56-300V | 5/8' 15
g RS/CBS75-300V 3/4" 3" vent reveal 15

RS/CBS100-300V | 1" (one piece), 15
5" overall width,

| = RS/CBS150-300V | 1-1/2 | perforated flange, | 10
RS/CBS200-300V | 2 1" vertical leg 10
RS/CBS250-300V | 2-1/2° 10

RS/CBS300-300V | 3 10

Vented Shadow Reveals — Designed for EIFS PB ceilings when a
vented reveal is required at the juncture of wall and ceiling where
horizontal movement might occur. The Vinyl Corp.™ “Vent Clips” are
provided to connect Vented Shadow Reveal and to assist in alignment.
Vent area: 12 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

' For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




roducts conform to ASTM D1784 cell classification 13244C

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
0SJ38-400V_[ 3/’ 4° wide vent 20
CSJ50-400V 1/2" (one-piecq), 16
CsJse-400v | s/ | O overallwidth Ty

4” Soffit Vents — Continuous one piece Soffit Vents. “J” Bead flanges
cover raw edges of soffit board. Vent Clips are provided to connect Soffit
Vent and assist in alignment.

Vent area: 16 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

EIFS & DEFS Accessories

N4 —
[ ViNYLCORR
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4" Soffit Vents
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PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
0SJ38-300V [ 3/’ 3 wide vent 20
CSJ50-300V 1/2" (one-piece), 18
0SJ58-300V | s/ | ° overallwidth - ™g

3” Soffit Vents — Continuous one piece Soffit Vents. “J” Bead
flanges cover raw edges of soffit board. Vent Clips are provided to
connect Soffit Vent and assist in alignment.

Vent area: 15 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
05J38-200V | /8" o wide vent 20
CSJ50-200V 1/2" (one-piece), 20
CSJ58-200V | 58 | 4 overallwidth ™o

2” Soffit Vents — Continuous one piece Soffit Vents. “J” Bead
flanges cover raw edges of soffit board. Vent Clips are provided to
connect Soffit Vent and assist in alignment.

Vent area: 8 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
CSJ38-150V | 38" | 1.4/ widevent | 20
CSJ50-150V 172" (one-piece), 20
0SJ58-150V 5/8" 3-1/2" overall width 20

1-1/2” Soffit Vents — Continuous one piece Soffit Vents. “J” Bead
flanges cover raw edges of soffit board. Vent Clips are provided to
connect Soffit Vent and assist in alignment.

Vent area: 6 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
CSJ38-100V | 3/8° +* wide vent 20
CSJ50-100V 172" (one-piece), 20
CcsJse-100v | s/ | 3 overallwidh ™o

3" Soffit Vents

Q%@%@%%%%%@%

B

e oo

2" Soffit Vents

g

-

1-1/2" Soffit Vents

-

1" Soffit Vents

1”7 Soffit Vents — Continuous one piece Soffit Vents. “J” Bead
flanges cover raw edges of soffit board. Vent Clips are provided to
connect Soffit Vent and assist in alignment.

Vent area: 4 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

N

=

Typical Vent
Connector

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




PB 4" Soffit Vents

N

PB 3" Soffit Vents

N\

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
DE/CS50-600V 1/2" 10
DE/CS58-600V 5/8" 10
CBS75-600V 3/4" 6" wide vent 15
CBS100-600V 1" (one piece), 12
CBS150-600V 1-1/2" | 10" overall width [~¢
CBS200-600V 2" 8
CBS250-600V 2-1/2" 6
CBS300-600V 3 5

6" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.

Vent area: 18 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

F;\RJ%JI;]ECF.{ THI?(?I?I?IIEJSS DIMENSIONS PFI’EIFltE %EOSX
DE/CS50-400V 1/2" 14
DE/CS58-400V 5/8" 14
CBS75-400V 3/4" 4 wide vent 15
CBS100-400V 1" (one piece), 12
CBS150-400V 1-1/2" | 8" overall width 8
CBS200-400V 2" 8
CBS250-400V 2-1/2" 6
CBS300-400V 3 5

4" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.

Vent area: 16 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
DE/CS50-300V 1/2" 20
DE/CS58-300V 5/8" 20
CBS75-300V 3/4" 2 wide vent 15
CBS100-300V 1" (one piece), 12
CBS150-300V 1-172" | 5" overall width 4o
CBS200-300V 2" 8
CBS250-300V 2-1/2" 8
CBS300-300V 3 6

3" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.

Vent area: 15 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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L]
MBER THICKNESS DIMENSIONS Peh 50X PB 2" SOffIt Vents

DE/CS50-200V 1/2" 12
DE/CS58-200V 5/8" 12 \
CBS75-200V 3/ 2" wide vent 18
CBS100-200V 1" (one piece), 12
CBS150-200V 1-1/20 | 4 overall width 74
CBS200-200V 2" 9
CBS250-200V 2-1/2" 8
CBS300-200V 3" 6
2" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.
Vent area: 8 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

" s

'NUMBER THICKNESS  DIMENSIONS PER B0X PB 1-1 / 2" Soffit Vents
DE/CS50-150V 1/2" 14
DE/CS58-150V 5/8" 14 \
CBS75-150V 3/4" 1-1/2" wi_de vent 18
CBS100-150V T {oné pisce). 12 o
CBS150-150V 1-172" | overall width 12
CBS200-150V 2" 9
CBS250-150V 2-1/2" 10
CBS300-150V 3" 8
1-1/2" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.
Vent area: 6 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

};‘HR\;I)BUE%I' THI?(?I?I!}ESS DIMENSIONS PIEIFE%E(JSX PB l" SOffit Vents
DE/CS50-100V 12" 14
DE/CS58-100V 5/8" 14 N
CBS75-100V 304"  wide vent 20
CBS100-100V 1" (one piece), 15 e
CBS150-100V 1-1/2 | 9" overall width ™13
CBS200-100V 73 10
CBS250-100V 2-1/2" 10
CBS300-100V 3 8

1" Soffit Vents — Continuous one-piece Soffit Vents provide an
economical means to vent soffit areas. Vents Clips are provided for
proper connection and alignment of Soffit Vent.

Vent area: 4 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

Typical Vent Connector

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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PRODUCT BOARD PIECES

NUMBER THICKNESS DIMENSIONS PER BOX
6" wide vent
V-600 3/8" (one piece), 20

7-3/8" overall width

6" Soffit Vents — One-piece Soffit Vent designed for soffit board, and
may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

Vent area: 18 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT
NUMBER

BOARD
THICKNESS

PIECES

DIMENSIONS PER BOX

4" wide vent
(one piece),
5-3/8" overall width

25

4" Soffit Vents — One-piece Soffit Vent designed for soffit board, and
may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

Vent area: 16 square inches per lineal ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT BOARD PIECES
NUMBER THICKNESS DIMENSIONS PER BOX

3" wide vent
(one piece),
4-3/8" overall width

40

3" Soffit Vents — One-piece Soffit Vent designed for soffit board, and
may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

Vent area: 15 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

Typical Vent Connector

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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EIFS & DEFS Accessories \

“All products conform to ASTM D1784 cell classification 13244C
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L] " L]
PONMCT TS omensions Aoy Miscellaneous 2" Soffit Vent
2" wide vent
V-200 3/8" (one piece), 40

3-3/8" overall width

2" Soffit Vents — One-piece Soffit Vent designed for soffit board, and
may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

Vent area: 8 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

BOARD
TiHEK-

PRODUCT
NUMBER

PIECES
PER BOX

DIMENSIONS

1-1/2" wide vent
(one piece),
2-7/8" overall width

1-1/2" Soffit Vents — One-piece Soffit Vent designed for soffit board,
and may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

V-150

Vent area: 6 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT
NUMBER

BOARD
THICKNESS

PIECES

DIMENSIONS PER BOX

1" wide vent
(one piece),
2-3/8" overall width

V-100

1" Soffit Vents — One-piece Soffit Vent designed for soffit board, and
may be combined with Starter Strip/Casing Beads or DEFS Casing
Beads. Vent Clips are provided to connect Soffit Vent and assist in
alignment.

Vent area: 4 square inches per lineal ft.
Caulk all intersections, butt joints, ends and corners at time of installation.

Typical Vent Connector

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




All products conform to ASTM D1784 cell classification 13244C =~

PRODUCT BOARD PIECES
NUMBER THICKNESS DIMENSIONS PER BOX

2" wide vent design for
\ ) surface mount over
vents are 1/8" ground CS-18-200V ALL exterior board. 50

8 sq. inches per

@@f%%j@;%f%%? lineal foot
e eEs e o . .
s e = @QQQQQQV@ 3" wide vent design for

S surface mount over

(CS-18-300V ALL exterior board. 40

15 sq. inches per
lineal foot

4" wide vent design for
surface mount over
CS-18-400V ALL exterior board. 25
16 sq. inches per
lineal foot

EIFS & DEFS Surface Mounted Vent — available in 2", 3", 4" wide. Vent
clips are provided to connect soffit vent and assist in alignment.

All EIFS & DEFS Surface Mounted Vent are 1/8" ground.

_ For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




All products conform to ASTM D1784 cell classification 13244C

EIFS PM Accessories

ACCESSORY SPECIFICATIONS

1. PRODUCT NAME

Rigid Vinyl

EIFS PM

Wall and Ceiling Accessories
Rigid Vinyl also known as PVC
(Unplasticized Polyvinyl Chloride)

2. MANUFACTURER
Vinyl Corp.™

8000 N.W. 79th Place
Miami, Florida 33166
Phone: 305/477-6464
Fax: 305/477-4108
National Watts:
800/648-4695

3. PRODUCT DESCRIPTION

EIFS PM, wall and ceiling accessories are
manufactured by Vinyl Corp.™, using
weatherable grade, lead-free,virgin vinyl
compounds, formulated and tested for
exterior use.

EIFS PM Accessories: Corner Beads,
Casing Beads, Starter Strip/Casing
Beads,Starter  Strip/Casing  Beads
Reinforced, Drip Casing Beads, Control
Joints, Channel Reveals and Soffit Vents.
Weatherability: Rigid vinyl compounds
used by Vinyl Corp.™ have been
formulated to withstand the elements.
Physical properties and color are not
adversely affected by exposure to
ultraviolet (UV) light from the sun. Vinyl
Corp.™ accessories do not contain
plasticizers which could migrate to the
surface, and are designed and
manufactured to perform in cold or
warm climates and in locations where
sudden large temperature changes are
encountered.

Corrosion Resistance: \Vinyl accessories
are impervious to rust, corrosion,
galvanic  corrosion. electrolysis,
corrosive coastal areas, and are not
affected by masonry cement additives,
magnesium oxychloride cements, or
calcium additives.

Solid Color: Standard color is white.
Paint Adhesion Properties: Excellent, no
priming is required.

Ignition Resistance: Rigid vinyl is self
extinguishing, and will not continue to
support combustion once flame source
is removed, therefore it will not cause a
fire to re-start or spread. It offers better
resistance to burning than many other
common building materials.

Electrical Conductivity: Rigid vinyl
possesses low electrical conductivity.
Thermal Conductivity: Rigid vinyl is
warm to the touch and has a very low
transmission of heat and cold, and
therefore it is considered a perfect choice
for insulated systems.

Expansion and Contraction: Vinyl Corp.™
wall & ceiling accessories are
manufactured with perforations in the
flanges to allow polymer based matrix to
flow thru and anchor to substrate.
Accessories have hooks in critical areas
to assure embedment in coating. These
factors, along with the mechanical
fastening of accessories to substrate
prior to coating, makes the accessories
part of the building unit and therefore will
move  with it as the temperature
changes. Consequently the coefficient of
expansion of rigid vinyl has little or no
bearing on the installation.

Basic Uses: To produce durable straight
lines, smooth curvatures, arches, soffit
ventilation, control expansion
contraction, and protect corners and
edges.

4. TECHNICAL DATA

Applicable Standards:

ASTM D-1784 and D4216 cell class
13244C

MATERIAL DATA

5. INSTALLATION

Installation shall be in accordance with
EIFS PM manufacturers standards and
specific ~ recommendations.  Vinyl
accessories shall be mechanically
fastened to substrate in straight lines or
smooth curves.

All Butt Joints, Intersections, ends and
corners shall be caulked at time of
installation using an elastomeric
caulking. Consult EIFS manufacturer for
sealant recommendations.

Limitations: Contact Vinyl Corp.™ for
specific recommendations.

6. AVAILABILITY AND COSTS

Vinyl Corp.™ accessories are generally
priced lower than equivalent products
manufactured in galvanized steel and
substantially lower than zinc or
aluminum. Vinyl Corp.™ accessories are
in stock and will usually be shipped
within 24 hours after receipt of order.
Accessories are marketed nationwide
through distributors and building supply
dealers.

7. PACKAGING
275 Ib. test, double wall. corrugated
boxes.

8. WARRANTY INFORMATION
Available upon request.

Note: All size references are nominal
dimensions and subject to normal
manufacturing tolerances. All product
lengths are 10’ unless stated.

MINIMUM PROPERTIES ASTM  @0°F @32°F @72°F
Tensile Strength, psi D-638 8,100 7,500 5,900
Tensile Modulus, psi D-638 425,000 400,000 360,000
Flexural Strength, psi D-790 16,500 14,600 11,200
Flexural Modulus, psi D-790 497,000 470,000 415,000
Izod Impact(ft.-Ibs./in.) D-256 1.1 1.6 3.4
MISCELLANEOUS MINIMUM PROPERTIES ASTM  @72°F
Heat Distortion Temperature (°F @ 264 psi) D-648 160
Coefficient of Linear Thermal Expansion

(in./in. °F x 109) D-696 3.45
Durometer "D" Hardness 78+
Specific Gravity 1.46

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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VINYLcorr EI Fs PM Accesso ries All products conform to ASTM D1784 cell classification 132440

PRODUCT FINISH  INSULATION PIECES
PM Corner Beads NUMBER THICKNESS ~ THICKNESS  DIMENSIONS PER BOX
#4 2-1/2" x 2-1/2",
Dl g 4 1/4" ALL perforated 50
(7,8,9,10) flanges

#4 EIFS PM Corner Beads — Provides hard-to-damage, rust-proof straight
corners, easily curved for smooth arches. Large perforations allow cement
matrix to easily flow thru and anchor to substrate for a more durable corner.

#4X 2-1/2" x 1-1/2",
(78,9, 10) 1/4" ALL perforated 50
T flanges

#4X EIFS PM Corner Beads — Designed with one 1-1/2" flange for narrow
returns that provide hard-to-damage, rust-proof, straight corners, that are
easily curved for smooth arches. Large perforations allow cement matrix to
easily flow thru and anchor to substrate, for a more durable corner.

1-1/2" X 1-1/2",
fﬁxé(. 9, 10) 1/4" ALL perforated 50
R flanges

#4XX EIFS PM Corner Beads — Specialty corner bead with 1-1/2" flanges for
narrow bands and reveals. Large perforations allow cement matrix to easily
flow thru and anchor to substrate.

PRODUCT FINISH  INSULATION PIECES
NUMBER THICKNESS  THICKNESS DIMENSIONS PER BOX
66187 3/16" ALL 1-3/4" 100
. flange width,
6625 1/4 ALL perforated 100
6638 3/8" ALL flanges 100
0 PM Surface Casing Beads — Designed by Vinyl Corp.™ as a surface-mounted,
o direct applied base support Starter Strip or perimeter Casing Bead for 1/4" or
% 0 3/8" exterior insulated wall and ceiling systems. Perforated flange allows matrix
’ 0 to easily flow thru and anchor to substrate. Note: 6638 also available with weep
0 holes, order code 6638W. No return leg on 66187.
H PRODUCT FINISH  INSULATION PIECES
PM Contl'0| JOlntS NUMBER THICKNESS  THICKNESS DIMENSIONS PER BOX
Surface Application with Removable Tape CJV-25E 14 ALL V3/1 6" | 35
“V” reveal,
1-1/8"
a " perforated
CJV-38E 3/8 ALL flanges 25

EIFS PM Control Joint (With Removable Tape) — Designed by Vinyl Corp.™ to
relieve stress caused by expansion and contraction in large areas of walls and
ceilings. Tape protects deep “V” expansion slot during construction. Large
perforations allow cement matrix to easily flow thru and anchor to substrate.
Recommended usage is for every 130 to 140 sq. ft., with no one side being
longer than 15 ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT FINISH  INSULATION PIECES
NUMBER THICKNESS ~ THICKNESS DIMENSIONS PER BOX
“V” slot,
4" overall
width
perforated
flanges

EIFS PM Control Joint (3/8" Finish Systems) — Designed by Vinyl Corp.™ to
relieve stress caused by expansion and contraction in large areas of walls and

35

2 L _ l l ceilings. Large perforations allow cement matrix to easily flow thru and anchor
= N = = = to substrate. Recommended usage is for every 130 to 140 sq. ft., with no one
= side being longer than 15 t.
= o "o Caulk all intersections, butt joints, ends and corners at time of installation.

i For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




'b_ro&ucts conform to ASTM D1784 cell classification 13244C EIFS PM Accessorles ' VINYLcorr
NUMBER  THICKNESs THICKNESS DIMENSIONS PER BoX PM Control Joints
2-1/4" flange width, H _ n N Eleal
155X " AL | “perforated flange. | 50 with Removable Tape - 1/4" and 3/8" Finish Systems

removable tape

3-1/4" flange width,
1538X 3/8" ALL perforated flange, 50
removable tape

EIFS PM Control Joints (With Removable Tape) — Designed by Vinyl Corp.™ to
relieve stress caused by expansion and contraction in large areas of walls and
ceilings. Tape protects deep “V” expansion slot during construction. Large
perforations allow cement matrix to easily flow thru and anchor to substrate.
Recommended usage is for every 130 - 140 sq.ft. with no one side being longer
than 15 ft.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT FINISH  INSULATION PIECES npn H

NUMBER THICKNESS ~ THICKNESS DIMENSIONS PER BOX F COHtI'OI Jomts

F1525X 14 ALL 1-3/4" 50 with Removable Tape - 1/4" and 3/8" Finish Systems
overall width,

perforated flange,
removable tape

F1538X 3/8" ALL 50

EIFS PM “F” Control Joints (With Removable Tape) — Designed by Vinyl Corp.™
to relieve stress caused by expansion and contraction at the juncture of walls,
ceilings, floor lines, or dissimilar materials. Tape protects deep “V” expansion
slot during construction. Large perforations allow cement matrix to easily flow
thru and anchor to substrate.

Caulk all intersections, butt joints, ends and corners at time of installation.

PRODUCT FINISH INSULATION PIECES

NUMBER THICKNESS  THICKNESS DIMENSIONS PER BOX
DCB50-25 1/4" 1/2" 50
DCB58-25 1/4" 5/8" 50
DCB75-25 1/4" 3/4" 2" back flange 50
DCB75-38 38 | 34 | (forspliceuse [75q

same Size
DCB100-25 1/4" 1" drip bead, 50
DCB100-38 3/8" 1" QUt:C:||eﬂ%th, 50
f " Install under
DCB150-25 1/4 1-1/2 drip bead at 50
DCB150-38 3/8" 1-1/2" butt joints) 50
DCB200-25 1/4' 2’ 50 *Also available in "Arched"
DCB200-38 3/8" 2" 50 ask your ISR/OSR for more details.
EIFS PM Drip Casing Beads — Designed by Vinyl Corp.™ as a base support
starter strip with drip leg for exterior insulated wall systems. Drip leg moves
moisture away from openings or foundation walls.
Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com




VINYLcorr EI Fs PM Accesso ries All products conform to ASTM D1784 cell classification 132

PM Starter Stl'lp/ Casmg Beads NUMBER THCKNESS THICKNESS  DIMENSIONS  PeR BOX
CBS75-25 1/4" 3/4" 60
CBS75-38 3/8" 3/4" 60
CBS100-25 /4 1 2" back flange | 60
: 0BS100-38 3/ " (Each box [ g
- - supplied with
CBS150-25 1/4 1-1/2 20' of splice 40
CBS150-38 3/8" 1-1/2" for butt joints) 40
—= CBS200-25 1/4" 2" 30
CBS200-38 3/8" 2" 30

EIFS PM Starter Strip/Casing Beads — Designed by Vinyl Corp.™ as a base
support Starter Strip or perimeter Casing Bead for 1/4" or 3/8" exterior insulated
wall and ceiling systems. Perforated flange allows matrix to easily flow thru and
anchor to substrate. All have the Vinyl Corp.™ “Keylock”™ Splice for connecting
multiple sections and alignment. Note: Also available with weep holes, consult
your sales representative for additional ordering instructions.

Caulk all intersections, butt joints, ends and corners at time of installation.

1 1 PRODUCT FINISH  INSULATION PIECES
PM Starter Stl'lp/ Casmg Beads NUMBER THICKNESS ~ THICKNESS  DIMENSIONS  PER BOX
with Front Weep Holes CBS75-25W el Sl 60
CBS75-38W 3/8" 3/4" 60
CBS100-25W 1/4" 1" 2" back flange 60
CBS100-38W 3/8" 1" (Each box 60
- — supplied with
) CBS150-25W 1/ 1-1/2 20' of splice 40
CBS150-38W 3/8" 1-1/2" for butt joints) 40
CBS200-25W 1/4" 2" 30
p— CBS200-38W 3/8" 2" 30
EIFS PM Starter Strip/Casing Beads(With Front Weep Holes) — Designed by
Vinyl Corp.™ as a base support starter strip or perimeter casing bead with weep
holes for 1/4" and 3/8" insulated exterior wall and ceiling systems. The Vinyl
Corp.™ “Keylock™™ splice reinforces butt joints and assists in the anchoring of
cement matrix to the starter strip.
Caulk all intersections, butt joints, ends and corners at time of installation.
PM Starter St"P (Reinforced) mﬁv{lléjsg THll::)hll(IﬁESS I'INI-?Il(J:II-(’I\Egg DIMENSIONS P%E%EDSX
CBS75R-25 1/4" 3/4" 60
CBS75R-38 3/8" 3/4" 2" back flange 60
CBS100R-25 14" 1" (1-3/4° 60
perforated
0 CBS100R-38 3/8" 1" ﬂange for 60
@g),, CBS150R-25 1/4" 1-172" splige and 40
005° - - edge
0" 0 CBS150R-38 3/8 1-1/2 reinforcement) 40
CBS200R-25 1/4" 2" 30
CBS200R-38 3/8" 2" 30

EIFS PM Starter Strip (Reinforced) — Designed by Vinyl Corp.™ as a base
support Starter Strip or perimeter Casing Bead with reinforced flange for 1/4"
or 3/8" exterior insulated wall and ceiling systems. Perforated flange allows
matrix to easily flow thru and anchor to substrate. All have the Vinyl Corp.™
“Keylock™™ Splice for connecting multiple sections and alignment. Note: Also
available with weep holes,consult your sales representative for additional
ordering instructions.

Caulk all intersections, butt joints, ends and corners at time of installation.

i For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com
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';IF:J%J&JECRT THE:}DII(IﬁIlE‘ISS I'H-Isll(j:ll-(‘l\i.lggg DIMENSIONS P'ElrEcBE(?x PM ChanHEI Reveals
$S25-50 1/4" ALL 1/2" reveal, 50 Surface App|icati0n
2-1/2" overall width,
(S38-50 3/8" ALL perforated flanges 35 i
(S25-75 1/4" ALL 3/4" reveal, 50 f J
2-1/2" overall width,
(S38-75 3/8" ALL perforated flanges 35 A%
CS25-100 | 1/4" | ALL 1" reveal, 50 .
3-1/4" overall width, O\
(S38-100 3/8" ALL perforated flanges 25 i
(S25-150 1/4" ALL 1-1/2" reveal, 50
3-1/4" overall width,
(S38-150 3/8" ALL perforated flanges 20
(S25-200 1/4" ALL 2" reveal, 40
4" overall width,
(S38-200 3/8" ALL perforated flanges 20

EIFS PM Channel Reveals (Surface Application) - Create 1/2" to 2" surface-
mounted reveals in exterior insulated wall systems. Large perforations allow
cement matrix to easily flow thru and anchor to substrate. Factory fabricated
intersections are available to form clear channels. Note: Not to be used in lieu
of Control or Expansion Joints.

Caulk all intersections, butt joints, ends and corners at time of installation.

NUMBER  GROUND DIMENSIONS PeR B0 PM Channel Shallow Reveals
(S-18-50 1/8" | 1/2" reveal, 2-1/2" overall width 50
CS-18-75 1/8" 3/4" reveal, 2-1/2" overall width 50

CS-18-100 1/8" 1" reveal, 3-1/4" overall width 50
EIFS & DEFS Shallow Reveal - It helps to break large areas of wall finish.

Caulk all intersections, butt joints, ends and corners at time of installation.

For More Information Call Toll Free 1-800-648-4695 or Visit www.vinylcorp.com






